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FIRST ANGLE PROJECTION

If this document is printed in hardcopy,
it is for information use only and therefore is
not subject to updating controls. Always
refer to viewer for latest issue.
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 Chris Arrowsmith
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 CP4550-1CD
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CP4550-1, TWIN BORE PROPORTIONING 
VALVE, PERFORMANCE CHARTS

VALVES SETTING CHART WITH TOLERANCES

TYPICAL VALVE PERFORMANCE

DUE TO INTERNAL ADJUSTMENTS 
THAT ARE SET WHEN THE UNIT IS 
BUILT AT AP RACING, DO NOT 
DISASSEMBLE.  

GRAPH NOTES:
HYSTERESIS IS GREATER WITH 
LOWER POSITIONS AND IS 
AFFECTED BY THE REAR FLUID 
DISPLACEMENT.

Output Pressure With 
100 bar Input Pressure

Posn Nom Min Max
1 38.0 34.5 41.5
2 44.5 41.5 47.5
3 50.0 47.5 52.5
4 55.0 52.5 57.5
5 60.5 57.5 63.5
6 66.5 63.5 69.5
7 73.0 69.5 76.5

 

TWIN BORE

 PROPORTIONING VALVE
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PART NUMBER : CP4550-1

ALL HYDRAULIC THREADS ARE M10x1.0.

AP RACING TECHNICAL SECTION WILL BE PLEASED TO 
ADVISE ON THE MOST SUITABLE EQUIPMENT FOR ANY 
PARTICULAR APPLICATION AND CAN PROVIDE MORE 
DETAILED TECHNICAL INFORMATION IF REQUIRED.
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NOTE:
7 POSITIONS ON
CAM/LEVER FOR
ADJUSTMENT
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